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Technical specifications: topSol topSol doho 
Fitting measurements: 2265 x 1050 x 125 mm 4350 x 1050 x 125 mm 
Dimensions (high x width) 2100 x 1050 mm 4180 x 1050 mm 
Gross surface: 2,247 m² 4,494 m² 

Absorber surface: 2,006 m² 4,012 m² 

Weight without heat carriers: 52 kg 104 kg 

Inclination max.: 1,95 l 3,9 l 

Inclination min.: < 75 
Use pressure: > 15 
Test pressure: 10 bar 
Inclination max.: 15 bar 
 
Characteristic efficiency values (acc. to EN 12975-2) 
Thermal performance test number: 2.04.00070.1.0-3 
Conversion factor ηk 80,10 
Thermal transmittance coefficient simple a1 3,915 
Thermal transmittance coefficient square a2 0,016 
Angle factor (IAM) 96 
 
Power output (power in watts per collector) 
 400 W/m² 700 W/m² 1000 W/m² 

*) ϑk - ϑa = 10 K 566 1052 1537 
*) ϑk - ϑa = 30 K 380 866 1351 
*) ϑk - ϑa = 50 K 163 649 1134 

 
Efficiency characteristic curve (acc. to EN 12975-2) 
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*) ϑk - ϑa difference between average collector temperature and the ambient temperature; G – global irradiance. 
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*) ϑk - ϑa / G (Km²/W) 


